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Rugby.
Tackles anything.

Rugby® 
POST MIX

•  For fi xing fence posts, 
gates and rotary washing 
lines

•   1 bag per standard 
70 x 70 x 2400mm 
fence post

•  No requirement for mixing

• Sets in 10 minutes

Rugby® 
 KILN DRIED SAND

•  For use as jointing sand 
in all types of block 
paving work

•  Use directly from the bag 
and brush into paving with 
a wide soft brush

•  Typical coverage –  5m2 of 
standard block paving

Rugby® 
 GENERAL 
PURPOSE MORTAR

 • For brick and block laying

•  For rendering and 
repointing

• For general masonry repair

• Just add water

•  1 bag will produce enough 
mortar to lay 25 standard 
house bricks

Rugby® 
 BLACK BITUMEN 
MACADAM

 •  For repairing tarmac drives 
and pathways

• Use direct from the bag

• Sets hard within 12 hours

•  Typical coverage – 0.8m2 
at a compacted 14mm 
thickness

Rugby® 
40 N/mm2

 •  Heavy duty concrete 
designed for industrial and 
commercial applications

•  Typical coverage – 0.15m2 
at 75mm thickness 

Rugby® 
POST MIX 
PROFESSIONAL

 •  Finer aggregate for 
smoother fi nish

•  For fi xing posts, signs 
and bollards

• 1 bag per post

• Sets in 10 minutes

• Dry-fi ll then water

Rugby® 
PREMIUM CEMENT

•  Lighter colour, ideal for use in 
all applications where colour 
is important

•  For use in concrete, mortar, render 
and screed

•  Reduced admixture requirements 
in mortar

•  Improved workability, cohesion, 
fi nishing and resistance of 
hardened mortar or concrete to 
freeze-thaw attack

•  Consistent, convenient and 
cost effective

•  Chromium (VI) compliant – 
intended to reduce the risk 
of allergic contact dermatitis

Rugby® CEMENT

•  For general use in any building 
application, including concrete, 
mortar, render, screed or grout

•  Compatible with lime and 
plasticising admixtures

•  Chromium (VI) compliant – 
intended to reduce the risk 
of allergic contact dermatitis

Rugby® 
HIGH STRENGTH 

•  Suitable for applications where 
high strength is required 

•  Conforms to class 52,5N ensuring 
high strength 

•  Helps counteract the effects of 
cold weather due to increased 
heat development

•  Ideal for high strength concrete 
applications 

•  Chromium (VI) compliant – 
intended to reduce the risk 
of allergic contact dermatitis

Rugby® FAST SET

• Sets hard within 1 hour

•  For use in applications where time 
is of the essence

•  Ideal for concrete, mortar, render 
and fl oor screed repairs

•  Suitable for concrete drives, steps, 
paths and kerbs

•  Also suitable for fi xing posts, 
railings and copings

•  Chromium (VI) compliant – 
intended to reduce the risk 
of allergic contact dermatitis

Rugby® WHITE

•  For architectural and decorative 
applications

•  Ideal for very light coloured 
concrete and mortar

•  Enhances colour when used with 
pigments

• Reduces pigment costs

•  More vivid colours can be achieved 
compared to using grey cements

•  Rapid strength gain, ideal for 
use where early stripping times 
are required 

•  Chromium (VI) compliant – 
intended to reduce the risk 
of allergic contact dermatitis

Rugby® 
HYDRATED LIME

•  Improves workability and water 
retention in mortar

•  Ideal for use in traditional cement/
lime/sand mortars

•  Provides better bond and reduces 
risk of cracking

•  Assists in soil stabilisation, water 
and sewerage treatment

•  Suitable as an acidity regulator 
for land in agricultural use

Rugby® SULFATE

•  Ideal for use in concrete and 
mortar applications where 
sulfates are present

•  Suitable for mortar and concrete 
below damp proof course

•  Increased resistance to chemicals 
present in soils or ground water

•  Refer to BRE Special Digest 1 
(for CEM II/B-V + SR), a guide for 
concrete in aggressive ground 
conditions

•  Chromium (VI) compliant – 
intended to reduce the risk 
of allergic contact dermatitis


